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Armaflex Pipe Insulation  

Euroclass B Pipe Lagging  
MATERIAL  

Discover the new generation in Armaflex insulation Evo. The safest AF/ArmaFlex ever.  

THERMAL CONDUCTIVITY (EN ISO 8497) 

  

 

 

TEMPERATURE RANGE (EN 14707)  

- 40 °C to +110 °C  

FIRE PERFORMANCE (EN 13501- 1)  

Euroclass BL - s2, d0  

APPLICATION AREA  

¶ Flexible elastomeric foam with improved fire - retardant properties  

¶ Built - in Microban antimicrobial protection  

¶ For use in HVAC, refrigeration and process equipment applications.  

E- mail : info@insulationandlagging.co.uk  Tel : 01942 295926  

̙̜̟̖̤̤̖̤̅̔̚ я ˣ˦̞̞ Thicknesses > 25mm  

0,033 W/mK at 0 °C  0,036 W/mK at 0 °C  

0,038 W/mK at 40 °C  0,041 W/mK at 40 °C  



K- Flex Pipe Insulation  

Euroclass B Pipe Lagging  
MATERIAL  

Elastomeric insulation for all civil and  industrial applications  

THERMAL CONDUCTIVITY (EN ISO 8497)  

 

 

 

TEMPERATURE RANGE (EN 14707)  

- 40 °C to +85 °C  

FIRE PERFORMANCE (EN 13501- 1)  

Euroclass BL - s2, d0  

APPLICATION AREA  

¶ Prevents the risk of condensation and improves energy saving  

¶ Resistant to mould, fungi and bacteria  

¶ Light and flexible  
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̙̜̟̖̤̤̖̤̅̔̚ я ˣ˦̞̞ Thicknesses > 25mm  

0,033 W/mK at 0 °C  0,036 W/mK at 0 °C  

0,037 W/mK at 40 °C  0,038 W/mK at 40 °C  



Knauf Pipe Insulation  

Rock Fibre Pipe Lagging  
MATERIAL  

Knauf Thermo - teK PS Pro ALU is a circular wound mineral wool pipe section.  

THERMAL CONDUCTIVITY (EN 12667)  

0,033 W/mK at 10 °C  

0,037 W/mK at 50 °C  

0,044 W/mK at 100 °C  

TEMPERATURE RANGE (EN 14707)  

Up to 500 °C  

FIRE PERFORMANCE (EN 13501- 1)  

A2L- s1, d0 -  ˵̞̖̥̖̣̤̒̚ ˡ я ˤˡˡ̞̞ 

A2-  s1, d0 -  Diameters 0 > 300mm  

APPLICATION AREA  

The product is recommended for thermal, fire and sound insulation of the defined   

applications within technical insulation.  
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Kooltherm Insulation  

Phenolic Foam Pipe Lagging  
MATERIAL  

Foil Faced Phenolic Foam  

THERMAL CONDUCTIVITY (EN 12667)  

0,025 W/mK at 10 °C  

TEMPERATURE RANGE (EN 14707)  

- 50 °C to +120 °C  

APPLICATION AREA  

 Kooltherm Pipe Insulation is an insulation solution for pipework in building services and HVAC 

applications.  

FIRE PERFORMANCE (EN 13501- 1)  

BL- s1, d0  

ADVANTAGES  

Excellent fire and smoke performance  

Lightweight and easy to handle making the product quick to install  
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Tubolit Pipe Insulation  

Economy Pipe Lagging  
MATERIAL  

Foam material based on polyethylene. Factory made polyethylene foam (PEF)  

according to EN 14313  

THERMAL CONDUCTIVITY (EN ISO 8497)  

0,040 W/mK at 40 °C  

TEMPERATURE RANGE (EN 14707)  

0 °C to +100 °C  

FIRE PERFORMANCE (EN 13501- 1)  

Euroclass E (L)  

APPLICATION AREA  

Insulation/protection of pipes (heating system pipes, domestic hot and cold water pipes)  

and other parts of heating and plumbing installations (including elbows, fittings, flanges, etc).  
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Climaflex Pipe Insulation  

Economy Pipe Laggingc  
MATERIAL  

CLIMAFLEX® is a flexible insulation made of foamed, closed cell polyethylene.  1m Only stocked  

THERMAL CONDUCTIVITY (EN ISO 8497)  

0,036 W/mK at 0 °C  

0,040 W/mK at 40 °C  

TEMPERATURE RANGE (EN 14707)  

0 °C to +100 °C  

FIRE PERFORMANCE (EN 13501- 1)  

Euroclass E  

APPLICATION AREA  

Heating and Plumbing  

ADVANTAGES  

ж ̣̠̗̖̤̤̠̟̝́̒̚ ̥̙̖̣̞̝̒ ̟̤̦̝̥̠̟̒̚̚ ̗̠̣ ̖̟̖̣̘̪ ̧̤̟̘̤̒̚ ̠̗ ̡̦ ̥̠ ˩ˡ ˖  

ж ˺̡̧̞̣̠̖̞̖̟̥ ̠̗ ̥̙̖ ̖̠̟̠̞̔̔̚ ̟̒̕ ̖̠̝̠̘̝̔̔̒̚ ̖̗̗̖̟̪̔̔̚̚ ̠̗ ̥̙̖ ̖̟̥̣̖̚ ̦̟̥̚  

ж ̠̦̟̄̕ ̤̠̣̟̘̒̓̓̚ ̟̤̦̝̥̠̟̒̚̚ ̗̠̣ ̠̦̤̥̒̔̔̚ ̠̞̗̠̣̥̔  
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HT/Armaflex Insulation  

High Temperature Pipe Lagging  
MATERIAL  

Synthetic EPDM rubber based foam.  

THERMAL CONDUCTIVITY (EN ISO 8497)  

0,042 W/mK at 40 °C  

TEMPERATURE RANGE (EN 14707)  

- 50C °C to +150 °C  

FIRE PERFORMANCE (EN 13501- 1)  

Euroclass D s3 d0 (L)  

APPLICATION AREA  

The flexible insulation for high temperature applications  

¶ High degree of stability for a wide temperature range  

¶ UV resistant and able to withstand typical weathering effects  

¶ Built - in vapour barrier to reduce the risk of corrosion under insulation (CUI)  

¶ Retains its physical characteristics throughout service life  

E- mail : info@insulationandlagging.co.uk  Tel : 01942 295926  



Isopipe Pipe Insulation  

Outdoor Pipe Lagging  
MATERIAL  

Polyolefin Coated Nitrile Rubber  

THERMAL CONDUCTIVITY (EN 12667)  

0,033 W/mK at 0 °C  

0,035 W/mK at 20 °C  

0,036 W/mK at 30 °C  

TEMPERATURE RANGE (EN 14707)  

- 50 °C to +85 °C  

APPLICATION AREA  

Heat Pump pipework and other external applications  

ADVANTAGES  

Excellent insulation properties  

Available as Black Coated 1m Lengths with Double Self Sealing Lap  

Protection against harsh weather and UV radiation  
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